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EXHIBIT C 

TO 

CONTRACTOR'S 

RIGHT OF ENTRY AGREEMENT-1R PROJECTS 

 

Union Pacific Railroad Company 

Insurance Provisions For 

Contractor’s Right of Entry Agreement 

 

Contractor shall, at its sole cost and expense, procure and maintain during the course of the Project and until all Project 

work on Railroad’s property has been completed and the Contractor has removed all equipment and materials from 

Railroad’s property and has cleaned and restored Railroad’s property to Railroad’s satisfaction, the following insurance 

coverage: 

 

A. Commercial General Liability insurance.  Commercial general liability (CGL) with a limit of not less than 

$1,000,000 each occurrence and an aggregate limit of not less than $2,000,000.  CGL insurance must be written 

on ISO occurrence form CG 00 01 12 04 (or a substitute form providing equivalent coverage).  

 

 The policy must also contain the following endorsement, which must be stated on the certificate of insurance: 

• Contractual Liability Railroads ISO form CG 24 17 10 01 (or a substitute form providing equivalent 

coverage) showing “Union Pacific Railroad Company Property” as the Designated Job Site. 
 

B. Business Automobile Coverage insurance.  Business auto coverage written on ISO form CA 00 01 10 01 (or a 

substitute form providing equivalent liability coverage) with a combined single limit of not less $1,000,000 for each 

accident and coverage must include liability arising out of any auto (including owned, hired and non-owned autos). 

 

 The policy must contain the following endorsements, which must be stated on the certificate of insurance: 

• Coverage For Certain Operations In Connection With Railroads ISO form CA 20 70 10 01 (or a substitute 

form providing equivalent coverage) showing “Union Pacific Property” as the Designated Job Site.  

 

C. Workers' Compensation and Employers' Liability insurance.  Coverage must include but not be limited to: 

• Contractor's statutory liability under the workers' compensation laws of the State of Kansas. 

• Employers' Liability (Part B) with limits of at least $500,000 each accident, $500,000 disease policy limit 

$500,000 each employee.  

 

 If Contractor is self-insured, evidence of state approval and excess workers compensation coverage must be 

provided. Coverage must include liability arising out of the U. S. Longshoremen's and Harbor Workers' Act, the Jones Act, 

and the Outer Continental Shelf Land Act, if applicable.  

 

D. Railroad Protective Liability insurance.  Contractor must maintain Railroad Protective Liability insurance written 

on ISO occurrence form CG 00 35 12 04 (or a substitute form providing equivalent coverage) on behalf of Railroad 

as named insured, with a limit of not less than $2,000,000 per occurrence and an aggregate of $6,000,000.  The 

definition of "JOB LOCATION" and "WORK" on the declaration page of the policy shall refer to this Agreement and 

shall describe all WORK or OPERATIONS performed under this agreement.  Contractor shall provide this 

Agreement to Contractor's insurance agent(s) and/or broker(s) and Contractor shall instruct such agent(s) and/or 

broker(s) to procure the insurance coverage required by this Agreement.   A binder stating the policy is in place 

must be submitted to Railroad before the work may be commenced and until the original policy is forwarded to 

Railroad. 

 

E. Umbrella or Excess insurance.  The Umbrella policies must “follow form” and afford no less coverage than the 

primary policy. Requirements in Sections A – C may be satisfied through a combination of primary and 

excess/umbrella insurance policies. 

F. INTENTIONALLY OMITTED. 
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Other Requirements 

 

G. All policy(ies) required above (except worker’s compensation and  employers liability) must include Railroad as 

“Additional Insured” using ISO Additional Insured Endorsement CG 20 26 (or substitute forms providing equivalent 

coverage).  The coverage provided to Railroad as additional insured shall not be limited by Contractor's liability 

under the indemnity provisions of this Agreement. By reference to ISO Additional Insured Endorsement CG 20 26 

(or substitute forms providing equivalent coverage) both Contractor and Railroad intend insurer(s) provide broadest 

coverage funished by such endorsement. 

 

H. Intentionally omitted. 

 

I. Contractor waives all rights of recovery, and its insurers also waive all right of subrogation of damages against 

Railroad and its agents, officers, directors and employees. This waiver must be stated on the certificate of insurance. 

 

J. Prior to commencing the work, Contractor shall furnish Railroad with a certificate(s) of insurance, executed by a 

duly authorized representative of each insurer, showing compliance with the insurance requirements in this 

Agreement.  

 

K. All insurance policies must be written by a reputable insurance company acceptable to Railroad or with a current 

Best's Insurance Guide Rating of A- and Class VII or better, and authorized to do business in the state where the 

work is being performed. 

 

L. The fact that insurance is obtained by Contractor or by Railroad on behalf of Contractor will not be deemed to 

release or diminish the liability of Contractor, including, without limitation, liability under the indemnity provisions of 

this Agreement.  Damages recoverable by Railroad from Contractor or any third party will not be limited by the 

amount of the required insurance coverage. 
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EXHIBIT D 

TO 

CONTRACTOR'S RIGHT OF ENTRY AGREEMENT-1R PROJECTS 

 
 

MINIMUM SAFETY REQUIREMENTS 
 
 
The term "employees" as used herein refer to all employees of Contractor as well as all employees of any 
subcontractor or agent of Contractor. 
 
I. Clothing 
 

A. All employees of Contractor will be suitably dressed to perform their duties safely and in a 
manner that will not interfere with their vision, hearing, or free use of their hands or feet. 
 
Specifically, Contractor’s employees must wear: 
 
(i) Waist-length shirts with sleeves. 
(ii) Trousers that cover the entire leg.  If flare-legged trousers are worn, the trouser 

bottoms must be tied to prevent catching. 
(iii) Footwear that covers their ankles and has a defined heel.  Employees working on 

bridges are required to wear safety-toed footwear that conforms to the American 
National Standards Institute (ANSI) and FRA footwear requirements. 

 
B. Employees shall not wear boots (other than work boots), sandals, canvas-type shoes, or 

other shoes that have thin soles or heels that are higher than normal. 
 
C. Employees must not wear loose or ragged clothing, neckties, finger rings, or other loose 

jewelry while operating or working on machinery. 
 

II. Personal Protective Equipment 
 

Contractor shall require its employees to wear personal protective equipment as specified by 
Railroad rules, regulations, or recommended or requested by the Railroad Representative. 

 
(i) Hard hat that meets the American National Standard (ANSI) Z89.1 – latest revision.  Hard 

hats should be affixed with Contractor’s  company logo or name. 
(ii) Eye protection that meets American National Standard (ANSI) for occupational and 

educational eye and face protection, Z87.1 – latest revision.  Additional eye protection must 
be provided to meet specific job situations such as welding, grinding, etc. 

(iii) Hearing protection, which affords enough attenuation to give protection from noise levels 
that will be occurring on the job site.  Hearing protection, in the form of plugs or muffs, must 
be worn when employees are within: 

 
▪ 100 feet of a locomotive or roadway/work equipment 
▪ 15 feet of power operated tools 
▪ 150 feet of jet blowers or pile drivers 
▪ 150 feet of retarders in use (when within 10 feet, employees must wear dual ear 

protection – plugs and muffs) 
▪  

(iv) Other types of personal protective equipment, such as respirators, fall protection 
equipment, and face shields, must be worn as recommended or requested by the Railroad 
Representative. 
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III. On Track Safety 
 
 Contractor is responsible for compliance with the Federal Railroad Administration’s Roadway 

Worker Protection regulations – 49CFR214, Subpart C and Railroad's On-Track Safety rules.  
Under 49CFR214, Subpart C, railroad contractors are responsible for the training of their 
employees on such regulations.  In addition to the instructions contained in Roadway Worker 
Protection regulations, all employees must: 

 
(i) Maintain a distance of twenty-five (25) feet to any track unless the Railroad Representative 

is present to authorize movements. 
(ii) Wear an orange, reflectorized workwear approved by the Railroad Representative. 
(iii) Participate in a job briefing that will specify the type of On-Track Safety for the type of work 

being performed. Contractor must take special note of limits of track authority, which tracks 
may or may not be fouled, and clearing the track.  Contractor will also receive special 
instructions relating to the work zone around machines and minimum distances between 
machines while working or traveling. 

 
IV. Equipment 
 

A. It is the responsibility of Contractor to ensure that all equipment is in a safe condition to 
operate.  If, in the opinion of the Railroad Representative, any of Contractor’s equipment 
is unsafe for use, Contractor shall remove such equipment from Railroad’s property.  In 
addition, Contractor must ensure that the operators of all equipment are properly trained 
and competent in the safe operation of the equipment.  In addition, operators must be: 

 
▪ Familiar and comply with Railroad’s rules on lockout/tagout of equipment. 
▪ Trained in and comply with the applicable operating rules if operating any hy-rail 

equipment on-track. 
▪ Trained in and comply with the applicable air brake rules if operating any 

equipment that moves rail cars or any other railbound equipment. 
 

B. All self-propelled equipment must be equipped with a first-aid kit, fire extinguisher, and 
audible back-up warning device. 

 
C. Unless otherwise authorized by the Railroad Representative, all equipment must be parked 

a minimum of twenty-five (25) feet from any track.  Before leaving any equipment 
unattended, the operator must stop the engine and properly secure the equipment against 
movement. 

 
D. Cranes must be equipped with three orange cones that will be used to mark the working 

area of the crane and the minimum clearances to overhead powerlines. 
 

V. General Safety Requirements 
 

A. Contractor shall ensure that all waste is properly disposed of in accordance with applicable 
federal and state regulations. 
 

B. Contractor shall ensure that all employees participate in and comply with a job briefing 
conducted by the Railroad Representative, if applicable.  During this briefing, the Railroad 
Representative will specify safe work procedures, (including On-Track Safety) and the 
potential hazards of the job.  If any employee has any questions or concerns about the 
work, the employee must voice them during the job briefing.  Additional job briefings will be 
conducted during the work as conditions, work procedures, or personnel change. 
 

C. All track work performed by Contractor meets the minimum safety requirements 
established by the Federal Railroad Administration’s Track Safety Standards 49CFR213. 
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D. All employees comply with the following safety procedures when working around any 
railroad track: 

 
(i) Always be on the alert for moving equipment.  Employees must always expect 

movement on any track, at any time, in either direction. 
(ii) Do not step or walk on the top of the rail, frog, switches, guard rails, or other track 

components. 
(iii) In passing around the ends of standing cars, engines, roadway machines or work 

equipment, leave at least 20 feet between yourself and the end of the equipment.  
Do not go between pieces of equipment of the opening is less than one car length 
(50 feet). 

(iv) Avoid walking or standing on a track unless so authorized by the employee in 
charge. 

(v) Before stepping over or crossing tracks, look in both directions first. 
(vi) Do not sit on, lie under, or cross between cars except as required in the 

performance of your duties and only when track and equipment have been 
protected against movement. 
 

E. All employees must comply with all federal and state regulations concerning workplace 
safety. 

15-RF0104 
Page 15 of 15



Page 1 of 4

39- 67 KA 5091-01



D 0039-41Project No. 67

Page 1 of 1

9/13/2018

Note  

General Notes

 39 -

Milling:  All milling shall become the property of the contractor and shall be disposed of at a site approved by the 
Engineer.

1

The contractor is responsible for establishing and maintaining centerline of the traveled way for the duration of 
the project.  Splitting the traveled way with a tape measure is an acceptable technique to establish centerline.

2

A small stockpile of material milled from the project is available for use in developing preliminary mix designs for 
bidding purposes. The stockpile is located at KDOT's mixing strip on K-39 between the K-3 and K-7 junctions. 
Contractors can obtain a sample at their convenience. The stockpile is marked with a sign noting the route and 
county (K39-67) from which the material was obtained.

3

Quantities for the milling are based on a 1 ½� nominal depth and a unit weight of 145 lbs/cubic feet.  The milling 
depth may be decreased if the actual unit weight is more than 145 lbs/cubic feet, but will not be increased if the 
unit weight is less than 145 lbs/cubic feet.  The maximum milling depth will be 1 ½�.

4

Contractor must mill and inlay any section of roadway on the same day. No traffic will be allowed on the milled 
surface and the contractor must have a contingency plan in case of bad weather and/or equipment breakdown.

5

When milling mainline areas, a full width mill head will be required to maintain cross slope of the existing lane 
being milled in one pass. A smaller mill head will be allowed on miscellaneous areas as approved by the 
Engineer but will not be allowed to perform mainline milling.

6

Milling thickness shall be adjusted at bridge approaches and grade crossings to allow a reasonable transition.7

Page 2 of 4

39- 67 KA 5091-01



TYPICAL SECTION 

                                                                              C 

                 Rock Wedge 

                                 1.5 in. Overlay  

                                        1.5 in. Mill                                                                                                  Rock Wedge 

 

 

 

                 

                  1:1 @ edge of Asphalt          Match Existing Surface 

                                                                                                                                                                                                                    3.0ft+ 

                                                                                 24.0 ft                                                                    wedge 
                                                                                                                                                                                                                                       

 

not to scale                                                                                                                

         

• Typical slope 1.56 % on tangents and on super-elevated sections to match existing super or as directed by the 

Engineer. 

• Existing surface may be irregular and contain edge ruts.  Contractor to fill to finished slope.  Material for 

wedges shall be furnished by the contractor and paid for as “Pavement Edge Wedge (Rock)”. 

• To allow for a reasonable transition the overlay is to be tapered approximately three feet at all paved side roads 

and entrances (except those that are approved to be fully paved). 

ROADWAY WIDTHS 

  Approx.    Approx.  

Location mile Width Location mile Width 

Sta. 100+22 to 102+95 0.0517 Varies * * Jct. Radius & Taper             

Sta. 102+95 to 128+70 0.4877 24 ft.                   

Sta. 128+70 to 131+77 0.0581 Varies ** ** Widened area at RCB             

Sta. 131+77 to 137+12 0.1013 24 ft.                   

Sta. 137+12 to 147+58 0.1984 Varies *** *** Widened area at RR Xing             

Sta. 147+58 to 184+49 0.6991 24 ft.                   

Sta. 184+49 to 187+28 0.0528 Varies **** **** Widenings for Br. # 057             

Sta. 187+28 to 311+59 2.3544 24 ft.                   

                                    

                  Total Area of Widenings:             

                  8,456.56 Sq.Yds.             

                                    

                  Total Area of Remaining Road:             

                  51,286.40 Sq.Yds.             

                                    

 

RATE OF APPLICATION 
 

Quantity based on SR- 12.5A @0.0816 Ton/yd2 

 

PG 64 - 22   

        

SS-1HP or approved alternate shall be used for tack.                

 

Edge Wedge (Rock) @ 150 lb/ft3  

 

 

 Date: 9/26/2018 8:22 AM 
KANSAS DEPARTMENT OF 

TRANSPORTATION 

NEOSHO Co. PROJ. NO. 39- 67 KA 5091-01 TITLE: MILLOLROCKW 
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